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Under-Cabinet
ALTA

Broan-NuTone LLC | 926 West State Street, Hartford, WI 53027  |  1-800-558-1711 | www.broan.com

This product was tested by Broan-NuTone for airflow performance using the ANSI/AMCA 210 Standard, which is equivalent to the Home 
Ventilating Institute HVI 916 - Procedure for Air Flow Testing, and tested for sound performance using the ANSI S12.51 Standard, which is 
equivalent to the Home Ventilating Institute HVI 915 - Procedure for Loudness Rating of Residential Fan Products.

Venmar Ventilation ULC | 550 Lemire Blvd., Drummondville, Québec Canada J2C 7W9 |  1-877-896-1119 | www.broan.ca
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Airflow (cfm)

Ver�cal High Speed,
7 in. round
Ver�cal High Speed,
with 3¼ in. x 10 in. damper
Horizontal High Speed,
with 3¼ in. x 10 in. damper
Ver�cal High Speed,
with 3¼ in. x 14 in. damper
Horizontal High Speed,
with 3¼ in. x 14 in. damper

The sculpted lines of Alta™ bring an exciting, new choice to typical range hood shapes. Infrared controls and perimeter 
aspiration allow you to imagine new design possibilities while you experience the ultimate in capture efficiency.

SIZE STAINLESS GREASE FILTERS
(replacement)

NON-DUCTED 
FILTERS

30 in. ALT430SS HPFA52 (Type "H2") HPF52 (Type "Xh2")
36 in. ALT436SS HPFA52 (Type "H2") HPF52 (Type "Xh2")

99046188A

Dimensions 
shown in inches.

FEATURES
Control type 3-Speed Infrared
Delay off yes
Filter Clean Reminder yes
Heat Sentry™ yes
ADA Capable yes
Lighting 3-level LED (included)
Grease Filter(s) Peripheral
Installation Hardware EZ1 Bracket
ENERGY STAR® no
Recirculation Non-ducted filters sold separately
AC INPUT
120 V, 60 Hz - 1.9 AMPS
OPTIONAL ACCESSORIES
7-in. Round Damper BP87Q
ADA Wiring Kit HAWRK3
Make-up Air Damper MD6TU, MD8TU, or MD10TU
Remote Control HCR3
MOUNTING HEIGHT
24 in. to 30 in. from cooktop to bottom of hood
LIMITED WARRANTY
1-year
3-year (LED modules only)
(See installation manual for full warranty text.)

FOR INDOOR USE ONLY

PERFORMANCE

Duct Orientation Size Damper
Sones CFM

Normal Medium High Normal Medium High
Vertical - Rectangular 3¼ in. x 14 in. Included < 0.3 3.0 7.5 130 295 445
Horizontal - Rectangular 3¼ in. x 14 in. Included < 0.3 3.0 7.5 130 310 500
Vertical - Rectangular 3¼ in. x 10 in. Included < 0.3 3.0 8.0 115 275 400
Horizontal - Rectangular 3¼ in. x 10 in. Included < 0.3 3.0 7.5 115 285 435
Round - Vertical 7 in. Sold Separately < 0.3 3.0 7.5 130 285 420
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Broan-NuTone LLC | 926 West State Street, Hartford, WI 53027  |  1 800-558-1711 | www.broan.com

Les débits d’air de cet appareil ont été testés par Broan-NuTone selon la norme ANSI/AMCA 210, qui est équivalente à la norme HVI 916 - Procedure 
for Air Flow Testing [Procédure de test des débits d’air] et les niveaux sonores ont été testés selon la norme ANSI S12.51, qui est équivalente à la norme 
HVI 915 -Procedure for Loudness Rating of Residential Fan Products [Procédure de test du niveau sonore des appareils de ventilation résidentielle].

Venmar Ventilation ULC | 550 boul. Lemire, Drummondville, Québec Canada J2C 7W9 |  1 877 896-1119 | www.broan.ca
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Débit d’air mesuré (pi³/min)

Ver�cal  7 po rond,
haute vitesse
Ver�cal 3¼ po x 10 po,
rectangulaire haute vitesse
Horizontal 3¼ po x 10 po,
rectangulaire haute vitesse
Ver�cal 3¼ po x 14 po,
rectangulaire haute vitesse
Horizontal 3¼ po x 14 po,
rectangulaire haute vitesse

Les lignes sculptées d’AltaMC proposent un nouveau choix formidable par rapport aux hottes de forme traditionnelle. 
Sa commande à touches infrarouge et son aspiration périphérique vous permet d’accéder au design dernier cri tout en 
bénéficiant d’une captation d’efficacité supérieure.

99046188A

Les dimensions 
indiquées sont

en pouces.

CARACTÉRISTIQUES
Type de commande infrarouge, 3 vitesses
Arrêt différé oui
Rappel d’entretien 
des filtres oui

Détecteur Heat SentryMC oui
Capacité ADA oui
Éclairage DEL à 3 intensités (inclus)
Filtres à graisses Aspiration périphérique
Matériel pour l’installation Supports EZ1
ENERGY STAR® non
Recirculation Filtres de recirculation vendus séparément
ALIMENTATION CA
120 V, 60 Hz - 1,9 A
ACCESSOIRES OPTIONNELS
Volet rond de 7 po BP87Q
Ensemble de câblage ADA HAWRK3
Dispositif d’apport d’air MD6TU / MD8TU / MD10TU
Télécommande HCR3
HAUTEUR DE MONTAGE
De 24 po à 30 po au-dessus de la surface de cuisson
GARANTIE LIMITÉE
1 an
3 ans (modules DEL seulement)
(Voir le manuel d’installation pour le texte complet de la garantie.)

POUR UTILISATION À L’INTÉRIEUR SEULEMENT

PERFORMANCE

Orientation du conduit Largeur Damper
Sones pi³/min

Normale Moyenne Haute Normale Moyenne Haute
Rectangulaire vertical 3¼ po x 14 po Inclus < 0,3 3,0 7,5 130 295 445
Rectangulaire horizontal 3¼ po x 14 po Inclus < 0,3 3,0 7,5 130 310 500
Rectangulaire vertical 3¼ po x 10 po Inclus < 0,3 3,0 8,0 115 275 400
Rectangulaire horizontal 3¼ po x 10 po Inclus < 0,3 3,0 7,5 115 285 435
Rond  vertical 7 po vendu séparément < 0,3 3,0 7,5 130 285 420

LARGEUR INOX FILTRES À GRAISSES
(remplacement)

FILTRES DE 
RECIRCULATION

30 po ALT430SS HPFA52 (Type H2) HPF52 (Type Xh2)
36 po ALT436SS HPFA52 (Type H2) HPF52 (Type Xh2)


