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ZONEAIRE® SELECT SPECIFICATIONS

Operating range 0°-115°F. 

Due to continuing research in new energy-saving technology, specifications are subject to change without notice.

Five-year warranty limited to installations in the United States, Puerto Rico, Mexico and Canada only. 

See warranty documentation for full details.

PZE Series with Electric Heat

   Model PZE07K3SB PZE09K3SB PZE09R3SB PZE12K3SB PZE12R3SB PZE15K5SB

PERFORMANCE DATA:

Cooling Btu 7200/6800 9600/9400 9200 12000/11800 12000 14500/14300
Cooling Watts 600/565 815/800 800 1050/1035 1130 1420/1400
Energy Efficient Ratio, EER 12.0 11.8/11.8 11.5 11.4/11.4 10.6 10.2/10.2
Heater Size (kW) 3.6 3.6 3.6 3.6 3.6 5.0
Moisture Removal (pints/hr.) 0.7 1.2 1.6 2.1 3.2 3.0
Sensible Heat Ratio 0.87 0.82 0.82 0.77 0.72 0.72

ELECTRICAL DATA:

Voltage(1 PHASE, 60 Hz) 230/208 230/208 265 230/208 265 230/208
Volt Range 253-187 253-187 292-239 253-187 292-239 253-187
Current (Amps) 2.6/2.7 3.5/3.8 4.2 4.5/5.0 5.92 6.2/6.7
Power Factor 0.99 0.99 0.99 0.96 0.99 0.99 
Compressor LRA 13.0 20.0 18.2 28.5 25.9 34.5
Compressor RLA 2.5 3.3 3.0 5.3 4.3 6.4
Outdoor Fan Motor, HP 0.07 0.07 0.1 0.07 0.1 0.09 

AIRFLOW DATA:

Indoor CFM, HIGH 335 400 400 470 470 470
Indoor CFM, LOW 250 250 290 360 360 360
Vent CFM 75 75 75 75 75 75

PHYSICAL DATA:

Sleeve Dimensions (H x W x D) 16” x 42” x  13 3/4” (ALL MODELS)
Dimensions with Front (H x W x D) 16” x 42” x 21 1/2” (ALL MODELS)
Cut Out Dimensions (H x W x D) 16 1/4”x 42 1/4” (ALL MODELS)
Net Weight (lbs.) 104 108 113 113 115 115
Shipping Weight (lbs.) 126 130 136 135 137 137
R-410A Charge (oz.) 30.0 32.1 31.4 30.7 30.0 34.2 
Dimensions with Packaging (inches) 19” 3/4 x 43 1/2” x 23”  (ALL MODELS)

PZH Series Heat Pump

   Model PZH07K3SB PZH09K3SB PZH09R3SB PZH12K3SB PZH12R3SB PZH15K5SB

PERFORMANCE DATA:
Cooling Btu 7200/6800 9600/9400 9200 12000/11800 12000 14500/14300
Cooling Watts 600/565 815/800 800 1050/1035 1130 1420/1400
Energy Efficient Ratio, EER 12.0/12.0 11.8/11.8 11.5 11.4/11.4 10.6 10.2/10.2
Reverse Heating Btu 6400/6300 8500/8200 8500 11000/10800 11400 13600/13200
Heating Watts 530/520 710/685 710 930/920 1000 1180/1150
COP 3.55/3.54 3.51/3.51 3.51 3.47/3.44 3.34 3.38/3.36
Moisture Removal (pints/hr.) 0.7 1.2 1.6 2.1 3.2 3.0
Sensible Heat Ratio 0.87 0.82 0.82 0.77 0.72 0.72
ELECTRICAL DATA:
Voltage(1 PHASE, 60 Hz) 230/208 230/208 265 230/208 265 230/208
Volt Range 253-187 253-187 292-239 253-187 292-239 253-187
Current (Amps) 2.6/2.7 3.5/3.8 4.2 4.5/5.0 5.9 6.2/6.7
Reverse Heat. Amps 2.3/2.5 3.0/3.3 2.7 4.0/4.4 3.8 5.1/5.5
Power Factor 0.99 0.99 0.99 0.96 0.99 0.99 
Compressor LRA 13.0 20.0 18.2 28.5 25.9 34.5
Compressor RLA 2.5 3.3 3.1 5.3 4.3 6.4
Outdoor Fan Motor, HP 0.07 0.07 0.1 0.07 0.1 0.09 
AIRFLOW DATA:
Indoor CFM, HIGH 335 400 400 470 470 470
Indoor CFM, LOW 250 250 290 360 360 360
Vent CFM 75 75 75 75 75 75
PHYSICAL DATA:
Sleeve Dimensions (H x W x D) 16” x 42” x 13 3/4” (ALL MODELS)
Dimensions with Front (H x W x D) 16” x 42” x 21 1/2” (ALL MODELS)
Cut Out Dimensions (H x W x D) 16 1/4”x 42 1/4” (ALL MODELS)
Net Weight (lbs.) 105 109 113 114 115 116
Shipping Weight (lbs.) 127 131 136 136 137 139
R-410A Charge (oz.) 30.0 32.1 31.4 30.7 30.0 34.2 
Dimensions with Packaging (inches) 19” 3/4 x 43 1/2” x 23”   (ALL MODELS)
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FRIEDRICH PTAC OPTIONAL ACCESSORIES

WALL SLEEVE	 PDXWSA 

Galvanized steel is prepared in a multi-step process for stronger paint adhesion, 
then powder coated with a polyester finish and cured in an oven for exceptional 
durability. The wall sleeve is insulated for thermal efficiency and noise reduction.

SLEEVE DIMENSIONS: 16" H x 42" W x 13 3/4" D 
CUT OUT DIMENSIONS: 16 1/4" H x 42 1/4" W
FRONT COVER DIMENSIONS: 16" H x 42" W x 7 3/4" D

DEEP WALL SLEEVES

PDXWSEXT18	 PDXWSEXT24        
For walls up to 17 1/2” deep.	 For walls up to 23 1/2” deep.

PDXWSEXT (Custom depth wall sleeve)    
One-piece, extended wall sleeve with built-in baffle for walls from 13 1/4" to 25 1/2" 
deep are available by special order.

SLEEVE EXTENSION RETROFIT KIT	 PXSE

2 1/4" sleeve extension attached to the room side of the sleeve to allow for the 
installation of a PD-series Friedrich PTAC in an 11 1/2" deep T-series sleeve.

	
DIGITAL REMOTE THERMOSTAT 

RT7P
24v, Wired (7 Std), single stage, wall-mounted, 7-day programmable thermostat, 
three fan speeds (auto/low/high), and an easy-to-read large backlight display. 

RT7
24v, Wired (7 Std), non-programmable, wall-mounted thermostat (unit powered 
capable). three fan speeds (auto/low/high), and an easy-to-read backlight display.

WRT2
Wireless wall-mounted thermostat (battery powered).  Wireless transmitter (24v), 
7-day programmable, three fan speeds (auto/low/high), and an easy to read large 
backlight display. 

FRIEDRICHLINK® ENERGY MANAGEMENT THERMOSTATS

VRPXEMRT2 	 VRPXEMWRT2  (FRESHAIRE CONTROLLERS) 

VRPXEMRT2 wired wall controller, and VRPXEMWRT2 wireless controller with 
occupancy sensor designed for VRP and FreshAire PTAC control.  Built-in RH control 
to maximize VRP and FreshAire PTAC capabilities. Used with EMOCT for HVAC energy 
management

EMWRT2 	

Wireless thermostat with occupancy sensor.  Built in RH control to maximize 
FreshAire capabilities. Used with EMOCT for HVAC energy management 

EMRT2

Wired thermostat with occupancy sensor. 

EMOCT	 EMRAF	

Online connection kit for Energy Management	 Remote access fee.	

EMRHCF
Remote humidity control fee.

REMOTE THERMOSTAT ESCUTCHEON KIT	 PDXRTB

Kit contains escutcheons that can be placed over the factory control buttons 
(recommended when a remote wall mounted thermostat is used as controls become 
inoperable). The escutcheon directs the user to the wall thermostat for operation and 
retains the LED window to display error codes and diagnostic information. 10 pack.

CONDUIT KIT /JUNCTION BOX 	 PXCJA

Hard wire conduit kit with junction box for 208/230V and 265V units (subbase not 
required). Kit includes a means of quick disconnect for easy removal of the chassis.

Deep wall sleeve extension PDXWSEXT18 shown with 
weather panel in place

PDXWSA

PXSE

PDXRTB

PXCJA

*NOTE: The FreshAire PTAC when paired with 12v wall controller VRPXEMRT2 or VRPXEMWRT2 will operate as a fully variable speed unit. 
When used with other compatible 24v thermostats, the unit will operate at multiple speeds in either cooling or heating mode.

EMWRT2, EMRT2, 	 EMOCT 
VRPXEMRT2, VRPXEMWRT2

WRT2 

RT7P	 RT7
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STANDARD GRILLE 	 PXGA

Standard, stamped, anodized aluminum to resist chalking and oxidation.

ARCHITECTURAL GRILLES

Architectural grilles consist of heavy gauge 6063-T5 aluminum alloy.

PXAA	 Clear extruded aluminum.
PXBG	 Beige acrylic enamel.
PXSC	 Available in custom colors.

DECORATIVE SUBBASE (black)	 PXSBA

Provides unit support for walls less than six inches thick. Includes leveling legs, 
side filler panels and mounting brackets for electrical accessories. Accepts 
circuit breaker, power disconnect switch and conduit kit.

ELECTRICAL SUBBASE

Provides unit support for walls less than six 
inches thick.  Includes leveling legs, side 
filler panels, mounting brackets, a plug-in 
receptacle and field-wiring access.  The sub-
base also includes electrical knockouts for  
power disconnect switch or circuit breaker.

SUBBASE DISCONNECT SWITCH	 PXDS

POWER CORDS

Universal power cords enable 
properties to select the appropri-
ate heater size.  Reference the 
adjacent table  
for power cord options.

PXFTA 	 ZONEAIRE PREMIER 
PXFTB 	 ZONEAIRE SELECT AND FRESHAIRE MODELS
Antimicrobial air filters. 10 pack. Each PTAC requires 2 filters.

PXFAFT10 (FRESHAIRE MODELS)
Replacement Merv 8 filters. 10 pack. Each PTAC requires 1 filter.

CONDENSATE DRAIN KIT 	 PXDR10

Attaches to the bottom of the wall sleeve for internal draining of condensate, or 
to the rear wall sleeve flange for external draining. Recommended for all units to 
remove excess condensate. 10 pack.

LATERAL DUCT ADAPTER	 PDXDAA

Attaches to the Friedrich PTAC/PTHP unit to direct up to 35% of the total airflow 
to a second room.  The unit-mounted duct plenum features a front-mounted 
aluminum grille that has two positions to provide the most optimal air direction.  
The air may be directed to either the left or the right of the unit through the sup-
plied 3 1/2" H x 7" W x 47" L plenum.  Plenum may be cut to length by the installer.  
Kit includes duct plenum, front grille, 47" duct extension, duct discharge grille, 
duct end cap and all necessary mounting hardware.

LATERAL DUCT EXTENSION 	 PDXDEA

Additional 3 1/2" H x 7" W x 47" L plenum used with the LATERAL DUCT 
ADAPTER.  A maximum of three duct extensions may be used together.  
Note: Ducted airflow is reduced as duct length is increased.

PXSB23020 Electrical Subbase - 230V 15 & 20A
PXSB23030 Electrical Subbase - 230V 30A

PXSB26515 Electrical Subbase - 265V 15A

PXSB26520 Electrical Subbase - 265V 20A

PXSB26530 Electrical Subbase - 265V 30A

FRIEDRICH PTAC OPTIONAL ACCESSORIES

PXAA

PDXDAA and PDXDEA ship together

ZONEAIRE PREMIER FRESHAIRE Length

PXPC23015A PXPCFA23015 LCDI 230V 15A Cord - 2.5 kW 67 in.

PXPC23020A PXPCFA23020 LCDI 230V 20A Cord - 3.5 kW 67 in.

PXPC23030A PXPCFA23030 LCDI 230V 30A Cord - 5.0 kW 67 in.

PXPC26515A PXPCFA26515 Non-LCDI 265V 15A Cord - 2.5 kW 27 1/2 in.

PXPC26520A PXPCFA26520 Non-LCDI 265V 20A Cord - 3.5 kW 27 1/2 in.

PXPC26530 PXPCFA26530 Non-LCDI 265V 30A Cord - 5.0 kW 27 1/2 in.

PXGA

PXSBA

PXSB

PXFTA	 PXFTB

PXDR10

PXFAFT10

PXDS


