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FEATURES

Size 48''

Hood type wall mount

Hood finish stainless steel

Motor 1

Speed 3 + BOOST

Hood control electronic with buttons

Lights LED light bar

Filters type baffle stainless steel

Max extraction power 600 CFM

Sound Rating 2.5 - 8.0 Sones

Recirculation No

Duct cover Included
Installs up to 10 ft ceilings

Duct size 6” diameter

TECHNICAL SPECIFICATIONS

Electrical supply 120 V 60 Hz - 400 W
3.30 Amps

Power connection USA PLUG with 47''15/64 - 51''11/64 
cord

Certification CEC-UL

Warranty 2 years parts and labor

OPTIONAL ACCESSORIES

300 CFM reducer kit 901544

400 CFM reducer kit 901530

Charcoal filter kit 901531

Durable charcoal filter kit 901532

48” CONTEMPORARY CANOPY HOOD
STAINLESS STEEL - COLOR OPTIONS BELOW

Contemporary style wall-mount canopy hood for use with 
Professional and Master Series ranges and cooktops

Designed and made in Italy

Available finishes: stainless steel, matt black and matt white

600 CFM blower with 3 speeds and booster function

Stainless steel baffle filter 

59 dB(A) noise level at full power

LED light bar for illumination of worktop

Electronic controls

2 Year parts & labor warranty 

For more information on this product or other Bertazzoni 
products please visit us.bertazzoni.com

KMC48BI
Matt white canopy

KMC48NE
Matt black canopy



KMC48X
48” CONTEMPORARY CANOPY HOOD
STAINLESS STEEL 

www.bertazzoni.com

Disclaimer: while every effort has been made to insure the accuracy of the information contained in this document, Fratelli Bertazzoni reserves the right to change any part of the information at any 
time without notice. For detailed installation specifications consult the installation manual. Fratelli Bertazzoni, Bertazzoni and the winged wheel brand icon are registered trademarks of Bertazzoni Spa.
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Hood Clearance:
recommended height 25” – 31” above 
cooking surface.




